
Features Physical

� One box solution, no PC required.
� Easy to install, configure, and operate
� No software installation required
� LCD display and keypad navigator
� LCD configurable
� Automatic and manual control keypads
� Compatible with all iNetVu mobile platforms
� Monitor and keyboard not required
� Supports DVB-S or DVB-S2
� Internal GPS I/O Module
� Utilizes 32 bit micro controller
� Highly reliable system - No moving parts
� Real Time Operating System - Not Windows based.

Compatible with all PC OS platforms
� Optimal, high-precision antenna pointing calculations
� Modem not required to power LNB. Can work as a stand alone

unit for satellite acquisition through DVB Out port
� Remote access/monitor via Web Interface
� 19µ 1U Rack Mountable Unit
� Plugs directly to 110-240 VAC

Dimensions: Standard L: 16.9µ (429mm)
W: 11.0µ (279mm)
H: 2.0µ (51mm)

Weight: Standard 9.8 lbs. (4.45kg)

I/O GPS Module:
RF Rx:
Signal Input:
Motor Control:
Network Interface:

SMA Connector
Type F Connector
DB26 Connector
9-Pin Circular AMP Connector
RJ45 Female

Electrical

Power Input 100 - 240 VAC, 3 - 6 A
50 - 60 Hz

Idle Power Consumption 12 VDC @ 700mA

Elevation:
Azimuth:
Polarization:
Fuse:

12 VDC, 12 A Max.
12 VDC, 12 A Max.
12 VDC, 5A Max.
15 A Fast Blow

Online with the touch of a button...

� Simple one touch operation to find satellite and stow antenna
� Quicker and more accurate than ever automatic

satellite peaking process
� Satellite acquisition in less than 2 minutes
� 32 Bit Micro-controller delivers better accuracy and precision in

motor movements and readings for faster acquisition
� Ideal for applications that require a quick, simple setup and

reliable connection
� Internal DVB receiver is modem independant.

Environmental

Operating Temperature: 0 - 50˜C (32 - 122˜F)

Modem Compatibility

HughesNet
DW6000
HN7000
HN7000S
HN7700
HN7700S

iDirect
iNFINITI 3000
iNFINITI 5000
iNFINITI 7000Integrated DVB-S or DVB-S2 Tuner

The DVB-S or DVB-S2 Tuner is an integrated part of all iNetVu 7000
controllers. It allows the iNetVu to find the satellite without the use
of a satellite modem. Compact and adaptable, these high perform-
ance tuners are programmable to any DVB-S or DVB-S2 frequency
and allow the user to select from a number of pre-configured satel-
lite options.

Certain service providers require additional communications
functions for the satellite modem, such as GPS location, auto cross
pol, and others. The 7000 controller has been fully intergrated to
provide these requirements for all compatible modems.

7000 Controller
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